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NOTE:
PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS

USE EXISTING HANDHOLE.

USE EXISTING CONDUIT.
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REMOVE EXISTING SIGNAL HEAD AND INSTALL NEW LED VEHICULAR TRAFFIC SIGNAL.
INSTALL NEW 12 IN. LED SIGNAL HEAD MODULES IN EXISTING SIGNAL HEAD.
INSTALL VIDEO DETECTION CAMERA ON EXISTING MAST ARM.

LOWER RIGHT TURN ONLY SIGN ON EXISTING SIGN SUPPORT AND INSTALL
STOP SIGN ABOVE RIGHT TURN ONLY SIGN.
REMOVE EXISTING OVERHEAD SIGN AND INSTALL NEW OVERHEAD SIGN.
REMOVE EXISTING GROUND MOUNTED SIGN.
INSTALL 24 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR STOPLINE.

REMOVE EXISTING PAVEMENT MARKINGS AND INSTALL 24 IN. WHITE PREFORMED THERMOPLASTIC
PAVEMENT MARKINGS FOR STOPLINE.

ABANDON EXISTING LOOP DETECTOR.

USE EXISTING POLE MOUNTED CABINET.
INSTALL ELECTRICAL HANDHOLE.
INSTALL ELECTRICAL HANDHOLE.
INSTALL NON-INVASIVE MICROLOOP PROBE SET.
INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED}.

INTERCEPT EXISTING CONDUIT RUN.

INSTALL 3 IN., SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED).
INSTALL MICROLOCP PROBE SET.
INSTALL 1 IN. LIQUID TIGHT FLEXIBLE CONDUIT FOR DETECTOR SLEEVE.

GENERAL NOTES

MDSHA STANDARDS.
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1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR
UTILIZING MDSHA STANDARD TYPICALS FOR TRAFFIC CONTROL.
2. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH

3. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FDOR ALL INTERNAL CABINET
WIRING. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY
LABELING ALL SIGNAL CABLES.

4. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED ELECTRICAL CABLES.

5. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF
THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATION.

6. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
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